## DM12VRS ${ }_{\text {(inside trigger] }}$

This Macdonald Vibration Reduced Demo pick is ideal for demolition work in brick, concrete and pile capping. The DM12VRS hosts versatility and low vibration levels combined in a single tool with screw Retainer and 4 Bolt Backhead for incresed durability.

|  | CHUCK SIZE |  | WEIGHT |  | LENGTH |  | BORE |  | STROKE |  | FRQ'CY |  | AIR CONS |  | REC.WRKG |  | AIR HOSE |  | HOSE FITTING |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| model | ins | mm | lbs | kg | ins | mm | ins | mm | ins | mm | bpm | $h z$ | cfm | L/sec | psi | bar | ins | mm |  |
| DM12VRS | 63/64.x2.15/16. | $25 \times 75$ | 36.3 | 16.5 | 28.76 | 730.5 | 1.4 | 36 | 7.5 | 191 | 980 | 16 | 42 | 20 | 90 | 6 | 3/4. | 19 | 1/2. BSP |

Notes:1. The weights shown include a silencer $\quad$ 2. The weights of the bare tools are 3.4 lbs ( 1.5 kg ) lighter.

